
EX.  GRAVEL  DRIVEWAY

Sturbridge, Massachusetts
176 Podunk Road
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NOT TO SCALE

CONSTRUCTION ENTRANCE

3" MIN. DEPTH

ROAD

12" MIN.

TIRES OF CONSTRUCTION VEHICLES
NOTE: PURPOSE IS TO REMOVE MUD FROM 

EXISTING

TEMPORARY

CRUSHED 
STONE

AT EDGES

CRUSHED STONE

WIDTH - 12'

NOTES:
1. REPLACE STONE & ACCUMULATED DEBRIS, MUD & 
ENTRAPPED MATERIALS AS IS NECESSARY TO PREVENT 
TRACKING ON PUBLIC ROADWAYS. REPLACE MONTHLY 
AS A MINIMUM REQUIREMENT.

2. DISPOSE OF STONE & ENTRAPPED MATERIALS IN A 
NON SENSITIVE AREA ON-SITE.

3. DO NOT REUSE STONE FOR SAME PURPOSE. 

4. ALL TRAFFIC ENTERING/EXITING SITE TO CROSS 
TEMPORARY CONSTRUCTION ENTRANCE

15' RADIUS FLARED END

 OUTLET PROTECTION DETAIL 

GRASSED SWALE


